Dalsouple Cleaning and Maintenance Programme

Cleaning and Maintenance

Introduction

After the floor has been installed it should be swept clean. Any excess adhesive should be removed by the flooring contractor. No wet cleaning should take place for 7 days, until the adhesive has fully cured (in accordance with the adhesive manufacturer’s instructions).

Preparation

Product:

Multipurpose Degreaser- Ultrastrip

Remove adhesive, factor finish, and other soilage using ULTRASTRIP. 

Rinse floor and allow to dry.

Scrub with standard speed machine fitted with stripping grade pad or brush for higher profile textures. Remove slurry with a wet pickup, damp mop with water, allow the floor to dry thoroughly.   NB Heavily contaminated surfaces may require up to 10 -15 minutes.

Application

Then: Fringe mop to remove dust. 

Mop on 2 to 4 coats of Duro Floor Polish, allowing to dry between coats.  

* Important* No one should be allowed on the floor between preparation and protection stages.

Apply neat. An applicator must be used to apply the polish. Apply in one direction only, allow polish to dry thoroughly. Apply second coat at right angles to the first, allowing each coat to dry. 

Coverage 40-80 square metres per litre. 

Maintenance

Maintain floor by mopping with AUTOSCRUB and buffing to remove any traffic marks if present. This will provide a beautiful shiny floor. 

Avoid applying DURO to very cold floors (below 9 degrees C). If cold weather application is unavoidable, lay very thin coats, one hour apart. 

Certain profiled textures may require the use of a cylindrical brush-scrubbing machine. 

DURO may be buffed with all buffing machines from 400 to 2500rpm. DURO is a non-slip coating. 

For more information, contact

      Dalsouple Australasia P/L

P. O Box 133

Chirnside Park, 3116

Victoria

Telephone 03 9726 8899

Fax 03 8678 3156
    E-Mail info@dalsouple.com.au
